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Chapter 1 : BD Maker Hardware Installation
1.1 Package Contents

Unpack your BD Maker package and make sure that all items are intact. The following items should be
included in your package:

® BD Maker Device

Multi-cable

External USB cable

Quick start guide

CD-ROM with driver

CD-ROM with Cyberlink PowerDirector 7 and CyberLlink PowerProducer 5

CD-ROM with 3DBank CG PAK and DV LOOPS

1.2 System Requirements

Pentium-IV 1.6GHz or higher (recommended)

256 MB RAM of system memory or above (recommended)
One available USB2.0 port (preferably USB2.0)

Graphics Card (Must support DirectX 9.0c)

Sound Card (AC97 compatible sound card)

1GB Free HD Space

CD-ROM Drive (For software installation)

Microsoft Windows XP/ Windows Vista/Apple MAC

1.3 Hardware Installation

Please follow the steps shown below for installation of your BD Maker and follow the pictorial guide below
for peripheral connections.

1. Connect the AV/S-VIDEO input into the BD Maker connector.

2. . Plug BD Maker Dongle into the USB 2.0 port of your system.
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Chapter 2 : BD Maker Quick Installation

The BD Maker package comes with complete Windows software utilities. These utilities can be found on the

CD-ROM in this package. During installation, it is highly recommended to disable any sub-programs. These

include applications such as antivirus software and system monitoring applications.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard
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Thig wizard helps you install software for:

USE 2861 Device

52 or floppy disk. insert it now.

Wwhat do you want the wizard to da?

% {nztall the software automatically [Fecommendedk

 Install from a list o specific location [Advanced)

Click. Mest to continue.

(ﬂ If your hardware came with an installation CD

1. When you finish the hardware setup, the
“Found New Hardware Wizard” window
will pop up. Please click “Cancel” and you
can make use of BD Maker Quick

Installation for proper installation.

< Back I Mest » I

Cancel

Video Editing

USB Capture Device

Driver Installation
Microsoft DirectX
Adobe Reader
Manual

Browse CD

Exit

Ver 1.02.000000.0401

==

Select the language to use during the installation:

Select Setup Language

2. Insert the installation CD into the
CD ROM device. The autorun page
will appear as the left image. Please
choose “Driver Installation”.

Note: Your BD Maker device must
plug in the USB2.0 port before

installation.

kworld’

3. Please select setup language then choose “OK”.




{i& Setup - KWorld Editing Device Driver

KWorld Editing Device Driver

Bring New Life Style

KWorld Play Multimedia

Installing

Firish

Welcome to the KWorld Editing Device Driver
Setup Wizard

Thiz wil inztall Exsforld E diting Device Driver on your computer.
It iz recommended that you cloze all other applications before continuing.

Click Mest to continue, or Cancel to exit Setup.
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'|'(.EL Setup - KWorld Editing Device Driver

KWorld Editing Device Driver

Installing

Finizh

Click Install to continue with the installation, or click Back if you want ba review or
change any settings.

Destination location:
C:\Program Files\Kwarld Multib ediahDiriver

]'.;.Zl Setup - EWorld Editing Device Driver

KWorld Editing Device Driver

Preparing

Inztalling

Completing the KWorld Editing
Device Driver Setup Wizard

Setup has finished installing K orld Editing Device Driver on
wour computer,

Click Finish to exit Setup.

Finish

4. Click “Next” to install the BD Maker

driver.

5. Click “Install” to continue with the
installation, or click ‘’Back” if you want
to review or change any settings. Please

wait, while the installation is in process

6. Please choice “Finish” and Now the
driver has been installed on your

computer.




Chapter 3 : FAQ

1. How to check if the driver has been installed successfully or not?

Ans :Right click on “My Computer” on the desktop and choose “Properties”. Once in “Properties”
window, click on “Device Manager” in Hardware panel. Click on the plus icon of “Sound, video and
game controllers” to open the device list. See Fig.1 below.

=@, Sound, wideo and game cankrollers
' @, audio Codecs
@), Legacy sudio Drivers
-‘E!_ Legacy Videa Capture Devices
@), Media Control Devices
2

[+ 5y System devices
[+ Universal Serial Bus contrallers

Fig.1

2. How to uninstall device driver?
Ans : Click on “Start” on the left-down desktop and choose “Setting”. Once in “Control Panel” window,

click on “Add or Remove Programs”. Click on the plus icon of “Change or Remove Programs” then
choose “KWorld Editing Device Driver” to remove the device

¥ Add or Remove Programs |E@@

\ij',j Currently installed programs: [] show updates Sark by !Name R |
Change or = PR Il
F.‘_emgwe Bl ATI - Software Uninstall Ukility Size 0.13MB t';
Fragears iS5 ATI Catalyst Control Center Size  0.02MEB

\} EE! ATI Display Driver

o

- ﬁEr! Attansic Ethernet Lkility Size 3.78MB
Add Mew
Programs ﬁ! Attansic L1 Gigabit Ethernet Driver Size 3.78ME
€3 Cyberlink PowerDirector Size 277.00MB
: 3 EE! High Definition Audio Driver Package - KBS88111
AddfRermove
and e |§5) amezex Raid Configurer Size  2.26MB
S i kworld Editing Device Driver
et F‘rg;gram To remove this program Feom your computer, click Remove,
Access and
Defaults E’f—,‘ Microsoft JMET Framework 2,0 Size  £8.39MB
5 Microsoft JNET Framewark 3.0 Size  57.77MB
ij MSEML 6.0 Parser (KBIZ5673) Size 1.46ME
--15;% PZ Probe IT Size  26.60MB 8|
€9 Photohow! Siee  1.71MB
) PowerProducer Size  148.00MB
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3. How to convert files into MPEG4 (PSP and iPAD) and uploaded to YouTube.
MPEG-4 required to install additional Third-party the relevant Codec, such as DivX Codec... (can to

www.divx.com Download divx codec)
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) PowerDirector

1. Please connect the hardware to the computer,
turn on PowerDirector. Click-on the "Capture"
Option and select "Setting" to choose source

input.
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2. One-Touch Button to Start and End

Recording as the computer saves the file.

One Touch Record Button
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3. Please click-on the "Edit" Option, and
proceed with video editing.

Note. If you would like to upload the file
directly on to YouTube, please fast forward to
Step 7.

4., Please click-on the "Produce", select
"Create File" and proceed with "Next".

5. Please select "Portable MPEG4", and
choose the file format you would like to convert
to.




6. Please select "Start Rendering" to execute

file conversion. After the process is completed,

you may proceed to transfer file into your PSP
or iPod.

If you would like to upload the file into YouTube, please proceed with Step 3 and follow the on-screen
instruction.

7. Please click-on "Produce" option, select
"YouTube", and choose "Next".
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8. Please import your ”YouTube” Uswename &
Password and choose ”Next”.(You can choose
“sign up YouTube” to application new Username
& Password)

A




9. Please fill-in the requested information, and

choose "Next".

10. Please check the box on the lower right,

o 4, St Youw Prufie Ouakty

R T and choose "Next".
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11. Please click-on "Start", and wait for the

uploading process is completed.




Note.
If you change operating systems (e.g. XP->VISTA or VISTA->XP), please re-install the driver in order

to make sure that the device continues to operate properly.
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12. When the file has completed loading, you

may preview online.




