
212 East High Street, Pottstown, Pennsylvania, USA   |   +1 (610) 458-3000   |   sales@videoray.com   |   VideoRay.com 
© 2022 VideoRay LLC, VideoRay is a Registered Trademark of VideoRay LLC

ACCESSORY DATA SHEET

Features
Integral computer
HD High Brite Monitor
Industrial Programmable Hand Controller
Integral Line Isolation Monitor (LIM)

The Mission Specialist Workhorse Control Console is a complete user interface 
with a built-in touch screen that supplies power and communications to the 
vehicle. The Mission Specialist Workhorse Control Console is VideoRay’s standard 
control console that is a must-have for operating any Mission Specialist vehicle.

Specifications
Power input: Universal Input 85-264, VAC 47-440 Hz 
Power output: 2.4 kW Max power (chassis), 
		 2.1	kW	Max	400	V	(90%	efficiency),
  120 W (x2) Max 12 V, 200 W Max 5 V

Performance
Processor: Dell 7220 8th Generation Intel® 
  CoreTM i7-8665U, 8 MB Cache, 4 Core, 
  1.90 GHz to 4.80 GHz, vPro 8th  
RAM: 16 GB 
Drive: SSD~500 GB

Connectors
(1) ROV Interface: Standard VideoRay 8 Pin
(1) Female tether connector
(3) External USB ports
(1) External Ethernet port
(2) USB ports; 1 keyboard, 1 hand controller  
(5) Auxiliary USB ports
(2) Auxiliary 12 V power

USB Type A RJ45 – 2.1 mm (.82 in)
Auxiliary 12 V Power

Part #73423

Safety Features
•   Integral Line Insulation 
 Monitor (LIM) 
•   Emergency kill switch
•  Integral fuse on ROV power

Size & Weight - Case
•  53 x 43 x 22 cm (21 x 17 x 8.5 in)
•  15.2 kg (33.6 lbs)

Mission Specialist  
Workhorse Control Console


