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Tether
Neutral Performance: Neutral buoyancy, 
   smaller diameter 
Standard Neutral:   Neutral buoyancy 
Negative Extension: Negative buoyancy 
Breaking Strength:   680 kg (1,500 lb) 
Management:  Tether Deployment 
   and Storage Reel

Communications
 

(5) RS-485 ports 
 

  24 V, 300 W 
  48 V, 1500 W 
Power control and monitoring

Lighting
LED  
  2 independent light arrays (38 W max ea.) 
  60° spot beam 
  110° flood beam 
  Each array can be individually controlled 

 
  7,600 total lumens per LED light module

IMU
9 DOF IMU and Magnetic Compass  

 
  100 Bar, with 400 Bar optional 
  0.2° Static Roll/Pitch   
  0.5° Dynamic Roll/Pitch 
  1.0° Yaw 
  18°/h Gyro Bias Stability

Operator Control Console (OCC)
Power Input:  90–260 VAC (47–440 Hz) 
Power Output: 400 VDC, 2400 W 
Display:  
Weight:  15.2 kg (33.6 lb) 
Case: Water tight  
  0.62 x 16.87 x 8.12 in  
  (52.37 x 42.85 x 20.62 cm) 
Processing:  
  system processor 
Controlle r:  
  Hand Controller 
Safety:  

 
  Kill Switch 
Ports: 7 external USB ports  
  1 external Ethernet port

Propulsion
Brushless thrusters with integrated controller
  4 Vectored Horizontal Thrusters 

  3 Vertical Thrusters

Buoyancy
Float: 400 m (1,312 ft)  
  2 km (6,561.68 ft) – optional

For more details about our accessories,  
visit VideoRay.com.


